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DETACHMENT "H H 

*J5AF Declass/Release Instructions On File* 


4 April 1969 


STANDARD OPERATING PROCEDURE 

H-50-9 Thi3 SOP supercedes H- 50-9. dated 26 July 1 966 . 

WEATHER MINIMUMS 

I. PURPOSE; To establish take-off and landing minimums for mission aircraft 
flying operations. 

H . SC OPE: The provisions of this SOP are applicable for all flights of mission 
aircraft. 

jyffiPQNSI BI LITY : It is the responsibility of the Director of Operations to 
insure adherence to the provisions of this SOP. 

IV. PROCEDURES: 


A. Take-off Minimums: All take-offs will have a suitable alternate 
available and adhere to the followin^minimums unless waive red by 
mutual agreement of the Manager and j^^|Commander: 


1. Take-off minimums for pilots in Category I status: 

( a ) FACILITY AVAILABLE CEILING/V1SIB ILITI 

TACAN/GCA 500* 1 mile 

TACAN only 800 ' 2 miles 


2. Take-off minimums for pilots in other than Category I status: 


(a) CATEGORY/TRANSITION STATUS CEILING/VISIBILITY 


Transition 1 & 2 
Transition 3,4, & 5 
Category 2 & 3 


2500' 3 miles 
1 500' 3 miles 
1 500* 3 miles 


3. Take-off minimums for Functional Check Flight (Maintenance): 


(a) Weather minimums are l500ft/3 miles existing and forecast for 
duration of flight plus one (1) hour. 


B. Landing Minimuas: The following minimums will be adhered to un less 

specifically waived by mutual agreement of the Manager and Commander. 
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Weather: 


cF.TT.T NCt/VISIBILITY 


1 mile 

1 mile 

2 miles 
1 mile 

3 miles 


Fftr.TT.TTY/RUNWAY CML1«W 

TACAM-ADF/ 05 400 ! 1 mile 

lACAW-AIJf/ U? 5oQ| 1 

GCA-ASR / 05-23 300- 2 miles 

GCA-PAR / 05 250* 1 mile 

GCI only / 05-23 1500 ' 3 mleS 

2. Winds: 

(a) Crosswind Imitation for taks-off an, i laming will be IAW the 
crosswind component chart in Sect 2 of the U-2R-1 . 

Functional Check Flight which require an. engine shutdown 
alternate having not more than a scattered conditio 
five 1 (5) miles visibility during the period of the proposed flight. 

Suitable Alternate is defined as Sales' S * 7 
capability and a ceiling and visibility of 5000 it and 5 
existing and forecast for the duration of the proposed flig P 

one ( 1 ) hour. c 

Flvine cancellation due to weather: The Manager and/or Commander 
the prerogative to cancel flying at any time based on a per- 
sonal assessment^ prevailing weather conditions and individual pi 

capabilities. 


i 
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